
Gluten Flash Drying
Volume out: 55661 m³/h

Dry bulb : 80,0 ° C
Outside pressure : 1,019 bar Grind rate 1500 t/day Wet bulb: 54,8 ° C
Outside temperature: 10,0 ° C Corn moisture: 16,00% rel. humidity: 31,5%
Rel.hum/wet bulb: 60,0% 2,6 ° C Yield ds/ds 5,50%
Massflow: 12,57 kg/sec.
Energie: 0,13 MW

Fan efficiency 70,0%
Power warm: 110,3 KW
Power cold: 145,3 KW

Energie: 0,63 MW Waterevaporation: 4279,7 kg/h
Steam or hot water

Temperature:60,0 ° C

Massflow: 0,00 kg/sec. 50 mbar delta p
Waste Gas 150,0 ° C 15,0 m/sec.(norm)

0,98 m diameter

wet bulb temperature :40,0 ° C Radiation losses: 5,0%
Energie: 0,00 MW Binding energy: 80 kj/kg

3,32 t/h dry gluten
13,0% moist

NG input: 3,46 MW 54,8 ° C min. 20,54 t/h
0,07 kg/sec. 56,9 ° C max. 68 m³/h Gluten cooling to: 35,0 ° C

Cooling air: 25,0 ° C
Air volume: 7957 Nm³/h

28,0% inlet moist
Massflow: 12,57 kg/sec. 24,82 t/h wet gluten 62,0% moist

Energie input: 4,22 MW 7,6 t/h
22,5 ° C wet bulb temperature : 22,5 ° C 40,6 ° C

Volume: 76706 m³/h 31.07.2009 Gansäuer
dry temperature: 315,6 ° C

Remark:Use Strg+m


