
Vital Gluten Flash Drying
2 dryers

Outside pressure : 1,013 bar Grind rate each dryer750 t/day Volume out: 157047 m³/h
Outside temperature: 20,0 ° C Wheat moisture: 14,00% Dry bulb : 62,0 ° C
Rel.hum/wet bulb: 60,0% 12,0 ° C Yield ds/ds 9,87% Wet bulb: 43,1 ° C
Massflow: kg/sec 39,2 rel. humidity: 37,1%
Energie: MW 0,8

Fan efficiency 70,0%
Power warm: 428 KW
Power cold: 502 KW

Energie:MW 0,0 Waterevaporation: kg/h5987
Steam or hot water

Temperature: 20,0 ° C

Massflow:kg/sec0 70 mbar delta p
Waste Gas 140,0 ° C 15 m/sec(norm)

1,67 m diameter

wet bulb temperature :40,0 ° C Radiation losses: 5,0%
Energie: MW 0 Binding energy: kj/kg 80,015

Filterhouse

LHV= 8942 kcal/Nm³
NG input: 5,67 MW wet gluten 70,0% moist 2,85 t/h

546 Nm³/h 8,8 t/h 10 m³/h
20,0 ° C

2,85 t/h dry gluten
Desintegrator 855 KW external dry return 7,0% moist

as heat source = 70,00% 43,1 ° C min.
Massflow: kg/sec 39,2 45,6 ° C max.
Energie input:MW6,5 214 KW eff.milling power

20,7 ° C wet bulb temperature : 20,7 ° C Aux. Drives ~ 12,0 %
Volume: 176998 m³/h 0,7 Total Power consumption KW 1676,6

dry temperature: 160,0 ° C 8,84 t/h
Watercontent Kg/h2146
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